

















SineTanter

RM-LA-ST

units are highly efficient suppressors with durability and
stability carefully engineered in their circuit board and
selected components.

We have units from 40kA to 600kA per phase, from
120VAC to 6900 VAC and up to 900VDC. Each are
available with various options that are available on
all models. Units are designed with fixed threshold
clamping or frequency attenuation circuit. Units are
also available in various modes of protection—up to 10
discrete modes on three phase WYE systems. The units
are complete with heat dissipation resin covering all

These models stalled at main

—

panels, automatic transfer switches and distribution
boards, and in main breakers of machines, also for
individual equipment such as variable frequency drivers

components to insure long term consistant performance,
compact design insuring short internal component lead
length and standard thermal and current fusing.

All units are tested with the |IEEE standards C62.41

or CNC machine or other similar equipment.

and C62.45 for use in categories C, B, and A. Various
families are also tested to IEC61643-1 Class 2, 3. Below
is an example of that information.

The units are designed with the latest advances in
circuit board design and computer modeling. All panel

LA-ST Model

LA-ST devices provide the best protection available in units of their kind,
units designed up for use in circuits up to 480VAC with capacities up to
300KA per phase, with all models of protection, 10 in WYE, 6 in Delta, 6 in
Split phase, and 3 in single phase circuits, with fixed threshold and frequency
attenuation clamping, thermal fuse protected varistors, phase current fusing,
and an absolute replacement guarantee for 20 years.

MEASURED LIMITING VOLTAGE PERFORMANCE AND ELECTRICAL SPECIFICATIONS

ANSI/IEEE C62.41 & C62.45
Let-Through Voltage Test Results
Peak Surge
- Al ANSI/UL 1449-
Model Circuit Type MCOV Current (Amps) Mode C3 20kV. 10kA
Per Mode 2kV, 67A 100KHz | 2006 (Third Edition) Im ulse,Wave
Ring Wave 270° | Voltage Protection 90° pPhase Angle
Phase Angle Rating (VPR) 9
40,000 L-N
: ' L-N 45 500 914
LA-ST1201P1 12QV, Single @ 150 L-N 150 40,000 L-G LG 60 500 1025
(2 wire + ground) L-G 150 N-G 40,000 N-G N-G 55 500 1176
120,000 Total
300 LL 150 28’888 'L",\‘I L-L 75 1000 1119
LA-ST1201S1 120/.240\/’ Spiit © L-N 150 L-G 40,000 L-G LN 45 500 914
(3 wire + ground) L-G 60 500 1025
1oone #0.000N-G N-G 55 500 1176
240,000 Total




SineTanter

ST-SP,ST-SPT,
FSPT FAMILY

Controlling transients that disrupt the software of
modern equipment is essential in proactive maintenance.
Systems managed with microprocessors are extremely
sensitive in single phase systems which is why they
require the most effective protection.

The Family, including ST-SP, ST-SPT and FSPT units, is
designed precisely for this purpose. Compact units to be
installed in front of the power supplies and/or individual
computers such as PLC’s, servers, UPS’s, laboratory
equipment and many others find solution in this family
for the most demanding requirements. Their design,
through the use of high conductivity integrated circuits,
with thermal fused varistors, fixed threshold circuits,
frequency attenuation and/or both, allow SineTamer®
units with all protection modes, to deliver the lowest
residual voltage ensuring the safe and secure operation
of hardware and software.

ST-SPT Series

‘ i i The ST-SPT SineTamer® devices provide the best protection available for
P - . © T‘ such units. These devices are designed for use in 120, 240 and 480 VAC
Sl SioeTamee 4= s and DC powered equipment in sensitive and critical equipment. They are
[ 1|, _L extremely effective in limiting transients generated inside buildings, industrial
Top View N plants, and medical centers. These areas often have significant ring wave
- T generated events that attack microprocessors. All of the 15/30amp units
EndView |2ty 1 provide 60ka of total energy dissipation.

MEASURED LIMITING VOLTAGE PERFORMANCE AND ELECTRICAL SPECIFICATIONS

ANSI/IEEE C62.41 - 1991 Through Voltage Testing
High Voltage
Model Continuous Modes Al A3 B3/C1
operation 2kV, 67A 6kV, 200A 6kV, 3kA
100KHz Ring Wave 100KHz onda Impulse Wave

180° Phase Angle 90° Phase Angle 90° Phase Angle
30 L-N L-N 20V (D) 66V (D) 197V (D)
ST-SPT24-15 30L-G L-G 43V (D) 133V (D) 252V (D)
30N-G N-G 29V () 66V (S) 385V (S)
150 L-N L-N 28V (D) 94V (D) 290V (D)
ST-SPT120-15 150 L-G L-G 62V (D) 190V (D) 380V (D)
150 N-G N-G 41V () 94V (S) 550V (S)
300 L-N L-N 38V (D) 121V (D) 610V (D)
St-SPT240-15 300 L-G L-G 70V (D) 220V (D) 605V (D)
390 N-G N-G 51V (S) 121V (S) 605V (S)




ST-CT/ST-TRJ/
ST-CXF/ST-CXBNC

SineTamer® has a wide range of data and
telecommunications suppressors at your disposal.
Designs that provide protection to all forms of telephone
lines, including ISDN, E1 and T1. Models ranging from
single, with screw-type terminals, in two blocks of
connecting multiple pairs capable of protecting up to
25 pairs of lines.

-

The data lines of all types need to have an efficient
lightning and surge protection. SineTamer® has models
available for 4/20mA, for load cell and flow meter
applications, as well as 2, 10 and 100 Mbits and a single
pair up to four pairs and are listed to UL497. SineTamer®
is aware that security cameras are of great importance
to the protection and safety of personnel and property.
We have a complete line of coaxial protection units
available - from a single port-dual port - and up to 12
rack mounting panels in ports.

ST Telecom/Data

These devices are designed to protect phone lines with standard voice quality.
They are also intended for installation at the telephone demarcation point as
well as to allow a common earth point. This device is available for a variety of
1 line connections (1, 2, 3, 4, or 6 pairs) performed by using terminal strips and

making installation very simple. An earth terminal is always provided on the

face of the unit to ensure low ground impedance discharge path.

The unique design of these devices has turned them into the most versatile

TVSS devices on the market, with superior performance specifications and
an unrivaled guarantee.

TABLE OF MAXIMUM SUGGESTED OPERATING LIMITS, DATA RATE & ADDITIONAL DEVICE RESISTENCE

CLP##Ax-B
Operating Voltage
Model Number

Nominal System
Operating
Voltage (Vnom)

Maximum Continuous Operating Voltage (MCOV)

Maximum Digital/Analog
Data Rates vs Additional
Series Resistance

Maximum Continuous
Operating Current

MCOC
v?iti?e VEJLIt_aGQ)e ( ) 2 Mbps / 20 MHz
15 = Vnom < 32 ST-CLP24AXB con |'
] ) ms per line
+-36 Vpk +-36 Vpk 500mA (10 Ohms per pair/loop)

Let-Through Voltages Using ANSI/IEEE C62.45 & C62.41 Test Environment:

Static, positive polarity. All voltages are peak (+-10%)

ANS/IEEE C 62.36-2000, C62.41.2-2002, C62.45-2002
Unpowered, Positive Polarity. All voltages are peak (+-10%)

Cat. B Impulse Wave
Model Test Mode 6KV, 3kA
L-G <40
ST-CLP24Ax-B LL <10

Let-Through-Voltage Test

Test Category
Test Mode B3/C1 Impulse Wave
6 kV 3kA
TR <420V
T/R-G <420V




Energy Control Systems is proud to offer the industry’s most
complete and capable line of high quality Surge Protective
Devices (SPD’s) for Industrial, Commercial and Department of
Defense applications. Our high quality, ISO 9001 manufactured
devices cover the full range of applications for AC/DC power,
data, current loop, and telecommunications applications from
5V DC to 7200V AC.

Our twenty five years of hands on, real world field experience can
be seen in the simplicity, functionality and user friendly design
of all our products. Simply stated, these are the finest, highest
quality, best performing surge suppression products available
anywhere in the world today. We not only set the standard, we
are the standard.

ECS Service 817.483.8497

~=ECS

ENERGY CONTROL SYSTEMS

Energy Control Systems
PO Box 330607
Ft. Worth, Texas 76163

www.ecsintl.com
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www.sinetamer.com | info@sinetamer.com




